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NAVSEA
STANDARD | TEM
FY- 05
| TEM NO 009-19
DATE: 30 AUG 2002
CATEGCRY: I

1. SCOPE:

1.1 Title: Provisioning Technical Docunentation (PTD); provide
2. REFERENCES:

2.1 9090- 1500, Policies and Procedures Manual, Provisioning, Allowance,
and Fitting Qut Support (PAFCS), Chapter 4, Provisioning

2.2 Interactive Conputer Aided Provisioning System (I CAPS)
3. REQUI REMENTS:

3.1 Provide Provisioning Techni cal Docunentation (PTD) in accordance with
2.1, for all new and/or nodified Contractor Furnished (CF), Allowance Parts
List (APL) worthy, Hull, Mechanical, and Electrical (HV&E) and/or El ectronics
conponents. PTD shall include a Provisioning Parts List (PPL) and Engi neering
Data for Provisioning (EDFP).

3.1.1 PPL shall identify each part subject to failure/replacenent,
or required for mmintenance of the conmponent, and shall include the follow ng
M L- PRF- 49506 Data Product Deliverabl es (DPDs):

3.1.1.1 0870 Provisioning Contract Control Nunber (PCCN)
3.1.1.2 0890 Provisioning List Item Sequence Nunber (PLI SN)
3.1.1.3 0370 Indenture Code for non-electronic conmponents
3.1.1.4 1030 Reference Designation for electronic conponents
3.1.1.5 0140 Commercial and CGovernnent Entity (CAGE) Code
3.1.1.6 1050 Reference Nunber

3.1.1.7 0480 Item Nane
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3.1.1.8 0930 Quantity Per Assenbly (QPA)
3.1.1.9 0950 Quantity Per End Item (QPEIl)
3.1.1.10 1470 Unit of Issue (Ul)

3.1.1.11 1500 Unit of Issue Price (U Price)

3.1.1.12 S008 Component ldentification Data (CID): Enter al
avai l abl e data

3.1.2 Ship Level Provisioning Parts List (SLPPL) shall include itens
determ ned not to be APL worthy in accordance with Appendix G of 2.1, and
shal | include the ML-PRF- 49506 DPDs identified in 3.1.1.

3.1.3 Statenents of Prior Subm ssion (SPS) shall be submitted in
lieu of PTD, whenever PTD which neets the requirenents of the contract has
previously been furnished to the Governnent. An SPS certifies that al
repl acenent parts are identical to those provided by the previously furni shed
PTD. The SPS shall apply to the end itemor to any conmponent thereof and
shal | incl ude:

3.1.3.1 End item part nunber

3.1.3.2 Manufacturer's CAGE

3.1.3.3 Manufacturer's drawi ng nunber and revision
3.1.3.4 RIC (APL nunber)

3.1.3.5 Certification statenent certifying that al

repl acenent parts are identical to those identified by the APL or previously
furni shed PTD

3.1.4 |If there are any changes to replacenent parts, a PTD package
(PPL and EDFP) that identifies the changes shall be submitted in Iieu of an
SPS.

3.2 An EDFP shall be provided with each PPL and SLPPL subnittal

3.3 Provide a Contractor Furnished Material (CFM report and a copy of
the Purchase Order and recei pt docunent for each procurenent of equi pnent or
conponents for which PTD or SPS is required. The report shall include Wrk
Item Nurmber, Alteration Nunber, Drawi ng and Piece Number, Description,
Quantity, Purchase Order Nunber, and required delivery date.
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3.3.1 Subnit one |egible copy, in hard copy or electronic nedia, of
the CFM report to the SUPERVI SOR within 10 days after start of availability
and provi de subsequent nonthly updates to the SUPERVI SOR

3.4 Submt data for PPLs and SLPPLs via 2.2, or in accordance with the
| CAPS conpatible format identified in Appendix K of 2.1. Subnmit SPSs in
el ectronic format (spreadsheet or docunent) via 3.5-inch diskettes, conpact
di sks, or electronic mail within 20 days after rel ease of the contractor's
conponent or equi pnent purchase order

3.4.1 Subnmit PTD via the SUPERVI SOR to:

NSWCCD- SSES

Attn: Code 9451

5001 S. Broad St

Phi | adel phia, PA 19112-5083
E-mail: Sinmonscr @sweced. navy. m |

4. NOTES:

4.1 EDFP is required for all systens or equi pnent that are acquired for
Navy use and for which PTD is being acquired. EDFP is the data acquired to
support Line Material Item supportability analysis. It is the technical data
that provides definitive identification of dinensional, material, nechanical
electrical, or other characteristics adequate for provisioning of the support
itenms of the end article(s) on contract. EDFP consists of but is not limted
to data such as specifications, standards, draw ngs, photographs, sketches and
descriptions, and the necessary assenbly and general arrangenent draw ngs,
schematics, draw ngs, schematic diagrans, wiring and cabl e di agrans, etc.
This data is necessary for the assignnent of Source, Mintenance, and
Recoverability (SMR) codes to assignment of |tem Managenent Codes, prevention
of proliferation of identical itens in the Governnment inventory, nmintenance
decisions, and itemidentification necessary in the assignment of a Nationa
St ock Nunber (NSN).

4.2 2.1 is available at:
http://ww. nsl c. navsea. navy. m | / nsl cpr od/ paf os. nsf
4.3 2.2 is available for downl oad from

http://ikki.navsea. navy. m |
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